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ATTENTION — READ THIS FIRST!

All personnel involved with the installation, operation, or maintenance of the equipment described in this
addendum should read and understand the warnings and cautions provided below.

CAUTION! This equipment contains devices that are extremely sensitive
to static electricity. Therefore, extreme care should be taken when
handling them. Normal handling precautions involve the use of anti-static
protection materials and grounding straps for personnel.

WARNING! High Voltage may be present in all parts of the system.
Therefore, use caution when the electronics are removed from their
containers for servicing.

CAUTION! Operation with improper line voltage may cause serious
damage to the equipment. Always ensure that the proper line voltage is
used.
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HARDWARE VARIATIONS AND COMPATIBILITY

The 4200 MAGNETOMETER INTERFACE contains both standard and proprietary hardware. At times,
EdgeTech may change the standard components due to their availability or performance improvements.
Although the component manufacturers—along with their models and styles—may change from unit to
unit, replacement parts will generally be interchangeable.

EdgeTech will make every effort to see that replacement components are interchangeable and use the
same software drivers (if applicable). At times, however, direct replacements may not exist. When this
happens, EdgeTech will provide the necessary drivers with the replacement part, if applicable.

EdgeTech may also change certain hardware per customer requirements. Therefore, portions of this
addendum, such as parts lists and test features, are subject to change. These sections should be used for
reference only. When changes are made that affect system operation, they will be explicitly noted. Also,
some options and features may not be active in the customer’s unit at time of delivery. Upgrades will be
made available when these features are implemented.

Contact EDGETECH CUSTOMER SERVICE with any questions relating to compatibility.
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ABOUT THIS DOCUMENT

We, the employees at EdgeTech, would like to thank you for purchasing a 4200 Magnetometer Interface.
At EdgeTech, it is our policy to provide high-quality, cost-effective products and support services that meet
or exceed your requirements. We also strive to deliver them on-time, and to continuously look for ways
to improve them. We take pride in the products we manufacture, and want you to be entirely satisfied
with your equipment.

Purpose of this Addendum

The purpose of this addendum is to provide the user with information on the setup and use of EdgeTech’s
4200 Magnetometer Interface. Although this addendum encompasses the latest operational features of
the interface, some features may be periodically upgraded. Therefore, the information in this addendum
is subject to change and should be used for reference only. This document is not a replacement for the
system hardware manual—it is a supplement only.

Liability

EdgeTech has made every effort to document the 4200 Magnetometer Interface in this addendum
accurately and completely. However, EdgeTech assumes no liability for errors or for any damages that
result from the use of this addendum or the equipment it documents. EdgeTech reserves the right to
upgrade features of this equipment, and to make changes to this addendum, without notice at any time.

Warnings, Cautions, and Notes

Where applicable, warnings, cautions, and notes are provided in this addendum as follows:

WARNING! Identifies a potential hazard that could cause injury or death.

CAUTION! Identifies a potential hazard that could damage equipment or
data.

NOTE: Recommendations or general information that is particular to the
material being presented.
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WARRANTY STATEMENT

All equipment manufactured by EdgeTech is warranted against defective components and workmanship
for a period of one year after shipment. Warranty repair will be done by EdgeTech free of charge.

Shipping costs are to be borne by the customer. Malfunction due to improper use is not covered in the
warranty, and EdgeTech disclaims any liability for consequential damage resulting from defects in the
performance of the equipment. No product is warranted as being fit for a particular purpose, and there is
no warranty of merchantability. This warranty applies only if:

i.  The items are used solely under the operating conditions and in the manner recommended in
Seller's instruction addendum specifications, or other literature.

ii.  The items have not been misused or abused in any manner, nor have repairs been attempted
thereon without the approval of EdgeTech Customer Service.

iii.  Written notice of the failure within the warranty period is forwarded to Seller and the directions
received for properly identifying items returned under warranty are followed.

iv.  The return notice authorizes Seller to examine and disassemble returned products to the extent
Seller deems necessary to ascertain the cause for failure.

The warranties expressed herein are exclusive. There are no other warranties, either expressed or implied,
beyond those set forth herein, and Seller does not assume any other obligation or liability in connection
with the sale or use of said products. Any product or service repaired under this warranty shall be
warranted for the remaining portion of the original warranty period only.

Equipment not manufactured by EdgeTech is supported only to the extent of the original manufacturer's
warranties.

CAUTION! If your product is a portable topside, never attempt to ship it
in its Storm Case™ alone. Shipping portable topsides without an exterior
shipping crate will void the warranty.
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RETURNED MATERIAL AUTHORIZATION

Prior to returning any equipment to EdgeTech, a Returned Material Authorization (RMA) number must be
obtained. The RMA will help us identify your equipment when it arrives at our receiving dock and track
the equipment while it is at our facility. The material should be shipped to the address provided in the
EDGETECH CUSTOMER SERVICE section. Please refer to the RMA number on all documents and
correspondences as well.

All returned materials must be shipped prepaid. Freight collect shipments will not be accepted. EdgeTech
will pay freight charges on materials going back to the customer after they have been evaluated and/or
repaired.

CAUTION! If your product is a portable topside, never attempt to ship it
in its Storm Case™ alone. Although rugged, these cases are not intended
to be used as shipping containers, and the delicate internal components
could be damaged if used in this manner.

The following steps apply only to material being returned from outside the Continental United States.
Follow them carefully to prevent delays and additional costs.

1. All shipments must be accompanied by three copies of your proforma invoice, showing the value
of the material and the reason for its return. If the reason is for repair, it must be clearly stated in
order to move through customs quickly and without duties being charged. Whenever possible,
please send copies of original export shipping documents with the consignment.

2. If the value of the equipment is over $1000, the following Shipper's oath must be sent with the
invoice. This oath can be typed on the invoice, or on a separate letterhead:

", , declare that the articles herein specified are the
growth, produce, or manufacture of the United States; that they were exported from the
United States from the port of , on or about ;
that they are returned without having been advanced in value or improved in condition
by any process of manufacture or any other means; and that no drawback, or allowance
has been paid or admitted hereof."

Signed
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3. If there is more than one item per consignment, a packing list must accompany the shipment. It
is acceptable to combine the proforma invoice and packing list as long as the contents of each
carton are clearly numbered and identified on the invoice.

4. Small items can be shipped prepaid directly to EdgeTech by FedEx, DHL, UPS, Airborne, etc.

5. If the equipment is the property of EdgeTech (formerly EG&G Marine Instruments Division),
please insure for full value.

6. Fax one invoice, packing list, and a copy of the airway bill to EdgeTech upon shipment.
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CUSTOMER SERVICE

Customer service personnel at EdgeTech are always eager to hear from users of our products. Your
feedback is welcome, and is a valuable source of information which we use to continually improve these
products. Therefore, we encourage you to contact EdgeTech Customer Service to offer any suggestions
or to request technical support:

NOTE: Please have your system Model and Serial Number available when
contacting Customer Service.

E-mail: service@edgetech.com
Mail: 4 Little Brook Road

West Wareham, MA 02576
Telephone: (508) 291-0057
Facsimile: (508) 291-2491

24-Hour Emergency
Technical Support Line: (508) 942-8043

For more information please go to www.EdgeTech.com.
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COMPANY BACKGROUND

EdgeTech (formerly EG&G Marine Instruments) traces its history in underwater data acquisition and
processing back to 1966. EdgeTech has designed, developed, and manufactured products, instruments,
and systems—for the acquisition of underwater data, including marine, estuarine, and coastal
applications—for over 45 years.

The company has responded to the needs of the scientific, Naval, and offshore communities by providing
equipment—such as sub-bottom profilers, side scan sonar, acoustic releases, USBL positioning systems,
and bathymetric systems—that have become standards in the industry.

EdgeTech has also consistently anticipated and responded to future needs through an active research and
development program. Current efforts are focused on the application of cutting-edge CHIRP and acoustic
technology.
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1.0 OVERVIEW

EdgeTech provides an optional interface to magnetometers for its Full Spectrum side scan 4200 series
systems.

The magnetometer option provides for the simultaneous gathering of the earth’s magnetic field strength
along with side scan data.

EdgeTech’s 4200 series side scan systems can be towed simultaneously with various magnetometer units.

Currently EdgeTech offers an interface package for Marine Magnetics ‘SeaSPY’ and Geometrics ‘G-
882’'magnetomers. Other brands and models can also be interfaced. The magnetometer interface involves
the following:

1. Mechanical
2. Electrical
3. Digital telemetry

The client needs to specify, when placing the order for a combined Side Scan / Magnetometer system, the
brand and model number of the magnetometer. In the situation where the client wants to interface a
magnetometer to an existing Side Scan system, an interface kit needs to be ordered from both EdgeTech
and the magnetometer supplier.

Figure 1-1: Towing Configuration

1.1 Adding a Magnetometer

Customers whom wish to add a magnetometer to their current 4200 systems need to order an interface
kit from EdgeTech as well as the magnetometer manufacturer. The EdgeTech kit consists of:

1. Breakaway key, EdgeTech part number 0008809 for Geometrics or part number 0008810 for
Marine Magnetic.
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1-2 1.0 OVERVIEW
.

2. 8-pin Micro Subconn connection (MCIL8F) thru an interface (Edge Tech PN 0003500) that
connects to the prexisting second bulkhead on the towfish and is used for towing the
magmetometer.

NOTE: Side Scan systems shipped before January, 2005 must be returned
to factory for internal electronics upgrades.
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2.0 MECHANICAL INTERFACE

Typically, the magnetometer manufacturer will provide a tow cable 10m long with a mechanical
termination to connect to the side scan tow arm. EdgeTech provides a custom tow point key for each
magnetometer. The tow key is attached to the side scan tow arm through a sacrificial shear pin. If the side
scan impacts, then the key shears from the tow arm, the magnetometer stays attached to the key and
tow cable, and the fish is retrieved from the tail by the Safe-T-link. The Magnetometer connects to the
breakaway key using a clevis pin that allows swivel action but does not allow the Magnetometer to rotate.
The Magnetometer is lighter than the side scan and will tow aft and above the side scan.

PLE | TowCABLE
MAGNETOMETER
TIEPOINT
SAF-T-LINK
SHEAR PIN

Part No: 0008810

Figure 2-1: Connection Key for Marine Magnetic SeaSPY Magnetometer
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2-2 2.0 MECHANICAL INTERFACE

Restrain Mag Data
Cable with Cable
tie at this point

Anchor Tow

cable, 2
points, with
cable tie

ue -"‘.'v"—....—-u S LUUF

Figure 2-2: Connection Setup for Marine Magnetics SeaSPY Magnetometer
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G-882

SAF-T-LINK

SHEAR PIN
Part No.: 0008809

Figure 2-4: Connection Key for Geometrics G-882 Magnetometer
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3.0 ELECTRICAL INTERFACE

The electrical interface between the 4200-FS or 4300-MPX and the SeaSPY or the G-882 is via an 8-pin
Micro Subconn connection (MCIL8F/MCBH8M). The RS-232 interface is setup for 9600 baud, 8 bits, 1 stop,
no parity.

Pin out specs:

Pin 1=27 VDC

Pin 2 = Return and RS-232 Ground

Pin 3 = Side Scan Tx / Mag Rx (RS-232) Pin 4 = Side Scan Rx / Mag Tx (RS-232)
Pin 5= Return and RS-232 Ground

Power Specs:

Max Power: 1 Amp @ 27 VDC

¥ EdgeTech
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4.0 DIGITAL INTERFACE

The EdgeTech side scan telemetry is used to transfer the magnetometer data to the topside. The
magnetometers have a bidirectional RS-232 interface at 9600 bps. The magnetometer data is read by the
towfish electronics, encoded onto the side scan telemetry, and then decoded on the EdgeTech 4200
Topside. The magnetometer data is made available on the topside serial port output. Control messages
from the PC hosting the magnetometer user interface software, are likewise transferred to the
magnetometer towfish. A null modem serial cable is required to connect the EdgeTech topside to a laptop
or PC running the magnetometer acquisition software (Sealink, Maglog, etc.)

The EdgeTech telemetry allow for a full bi-directional communication link between the topside and the
magnetometer, where data flow upstream and commands flow downstream. To properly relay the ‘Mag’
data from the towfish onto the PC/laptop running the magnetometer acquisition software, the SONAR
program running in the tow fish as well as the DISCOVER software running on the topside need to be
configured properly. The following show the required fields in the initiation files.

4.1 Configure the Towfish

The towfish has a file that needs to be configured if a Baud other than the Default 9600 is to be used.
Towfish setup:

1. Connect to the towfish using Windows Remote Desktop on the topside computer.

m, .
(#ht S0 A5 A0S LY
e R (e / — i e O / — el / —
= Ziy )Py — GelrelEei Zirlrie et
; ; 2) Left Click using mouse button to select “Remote Desktop”
;. e /
— ) i — = = —_— = c—
Pinned | = 4 - —~ -~ ~ i
&5 Vo — Ziiznn — ZilyefEny —
'\ ::Imul rdp 7N 4 '\ _
3 & 15230000 : / f—‘l ) e 7= ; / 4 - I’_‘l ] S i / 3 |
i [P = Hplete LBy — Teleieyz )ty —
| | R e—a— 1) Right Click Right Click using .
Clese windew — N

a5

Figure 4-1

a. Remote Desktop settings if needed are:

Ethernet address: 192.9.0.101
Login name: Administrator
Password: admin
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4-2 4.0 DIGITAL INTERFACE

% Sorue - 19290101 - Remote Do Connaci LAl e

Password = admin

Select OK

Figure 4-2

2. Navigating to the sonarserial.ini file in the 4200 Towfish

a. Stop Sonar program

e
E [-1C]
i1 ) (5H0_a125]{0F0) f

X m/ %
o Select X Button

Figure 4-3

b. Open Windows Explorer using shortcut within the Remote Desktop window
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%, Sonar - 1929.0.101 - Remote Deskiop Connection [E=Stat ™"

[=]
Select shortcut /»g i

Shartaut to
Dsgtal Com,

T]

SharteLt to
termpro.exe

055000_Co...

i)

Sharteut to
Edgetech

#stort| % zman

Figure 4-4

c. Navigate to D:\Edgetech\SSSonar\Sonar\SonarSerial.ini

W Sonar - 133-8.0.301 - Remote Diesktig Canmecion |

R AT /I Right Click SonarSerial.ini with Mouse

&
[+ 0 G S Ry e N
L ST ——

Faiders. x| .-
fi e of [rerem
.'J_““f[urm'.\ | Hesena
e

S et 1xt et Doxues 15620000 106 4
| Seureosetonir 1 et Doxues 145200 1028 8

& i

Figure 4-5

d. Open the file using Notepad or WordPad:
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4-4 4.0 DIGITAL INTERFACE

8 Sonar- 19290101 - hemote Desvtop Comrection T ek

&

€]

2/

Address —_|_ ﬂa
R "j Fie: Sonarsadelin bl
& B o b e
@ (D PassMric 1) Recommended Frograms: Irsicn  6/1815%6 7:02PM
B § #y Computer B el af10fzpt07:59pM S I N d W dP d
ERA @ avamas elect Notepad or WordPa
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2
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torgs 12(15/2014 11134 AN
£/312002 12:28 Al
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I Blvays use the selecte progy am oo th ind of fi

o
Sensa (=1
O 1125900

1412003 10:26 3
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e L= == | T Select OK
S | e
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Figure 4-6

e. WordPad application selected and SonarSerial.ini open:

8. For - LE2Z1L181 - Farame Duhios Camrrion S

WordPad Open

Qo= T e e [ X |
[ ST —r—
o = |w-: o I
[ T

e Dme | PanePiersmmanoLE 20

Ll Tl

Laow or Mg $4al 3224 08 1o fegendh Corm Pl 5
Sarust]

o1
ort=d

Migretonrinn sapart. 0003 wed Sl L,
e ]
=0 S

Charge [Sarla] sbive e e 45E, e 16 st Topaice Physical Care port

D T e press L

P
2] Ly ere [T Smretaid i & ism |

Figure 4-7
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3. Change the Baud Rate under the COM 5 section. A copy of the file is below.

; Pitch Roll Sensor
[Seriall]

Create=1

Port=4

Baud=19200

Parser=4
;ParserParameters=ANGLE 180

;Look for Mag serial data on the topside Com Port #5
[Serial5]

Create=1

Port=3 ; Magnetometer support: Mini Explorer and SeaSpy I1
NetworkRaw=1

Baud=9600

;Change [Serialn] above for n= 4,5,6, etc to match Topside Physical Com port #

4. Save the SonarSerial.ini file

a. Select File then Save in Notepad or WordPad

£ Sorar 1629801  Remote Dekiop Comein T e

Fe & Wew Fvetss Took feb 3
Qe - (- | s [ roves [ [ 5 5 X |- ¥
L (S — EEN

Fuiders x ILm - { szt [ Type [ ats Moot I
i 3 Tath e e Foldar L 1

:
"f} T 'mm_“ B SonarSerialini - WordPad = NF 1

E () pasmah | P4 Edt Vew Insett Fomot Hop 4
= @ My cCompuer W, Gl | L | .
¥ % EONTRON 5P| Opesi,.. bl L E h

e SONAR (D)

/
&

L0 DATA Save s,

=2 Edntech | cutep
LSOOt i i
1 Hyperl Fage
© 2 ...
N1, 3 1 SonarSevialing
B 5 35550 | i
=L
aH
Qs
a4

z

LE 100

E=E=%

T T Ty TSP AT an (he fopside Com Port #5
[Seriald]

Crsate=1

Pon=4 Magnetometer supot: G2 and SeaSpy
MestwarkRinw 1

| Bauwd=0E00

Change [Seraln] sbove for r= 4 58, et to maetch Topside Physical Com port #
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Figure 4-8
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4-6 4.0 DIGITAL INTERFACE

5. Restart Sonar application by selecting the shortcut in the Remote Desktop screen:

o e ool o
Double-Click Sonar [ 2 o \
i I "Si OFF
Shortcut w/mouse L » & N 7 gﬁl
ot phon e 008 Explor
> 2 Sonar restarted
B B
s ozt
ol o
st ® woeam - B 20sam

Figure 4-9

4.2 Configure the Topside

The Topside DISCOVER software needs to be setup to allow the serial data to be set to the selected COM
port. To setup the topside running DISCOVER, see FIGURE 4-15 and the instructions below:

1. Open DISCOVER on the PC or Laptop.

2. Onthe pull down bar, select the Configuration-> Serial Ports.

A - -
EdgeTech D - 41250 Dual Fi Side-!
& EdgeTech Discover ual Frequency

File View | Configuration | Control Help
Display m > m» | v | o

Record

Printer

Image Capture 3

Mavigation 4
External Features Lo
System Time Set 'S / £
Trigger L) ':/ /- __"/:/ ——
Metwork -~ — D
Serial Ports
Alerts
Layback '; / £

== 5_7__,75’ EGy—

i e ) —

Figure 4-10
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3. Inthe “Serial Configuration” menu, use the “Enable Remote COM Port” highlighted below:

Serial Eanfiguration

T Erable Pormary Nswigstion gt
Pat e
Iadfwe  [@0 <

Usector NMEA gt of P

Ensbla Cable Courtirond
Pot forF =1
Betfime  [EW0 5]

I™ Erabie Secorsdary Npwigution irgas

Enabin kP brgat

For o = Pot
Bl o = Bt Rate

Lageal Pt

Pt [orr =

N pecnee  [Em o]
L

Part for
Badfiae  [w0 7]

4. Select “Port” button to view the available COM Ports in drop down menu; select an available COM

Port.

5. Select the “Baud Rate” button and select “9600” for the serial device; if not already selected

WMEA rend e poemgthe emtee e
o ke

Flamole soru sesial VT

Enablo et L0 Pt
Port |

budier  [50

Logeibat [T

Flemcds. sorus el V0.

ety
e v

Enabie Aot COM Port

Fon =
L T
ecaPot [ <]

Flemots soru vesisl L)

2oty
e o

Eriabie Femte COM Port

e serae

Figure 4-11

Enable Remote COM Port
Port: jcomt -]

Baud Rate: 9600 -
Logical Part: NOME x

Remate sonar serial |10
Must match the logical port value az set by
the sonar.

Figure 4-12

Enable Remaote COM Port

Port COM1 vI

Baud Rate: |SE00 | I

Logical Port: INDNE ;I

Remate sonar serial /0.
Must match the logical port value as set by
the sonar

Figure 4-13

iy
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4-8 4.0 DIGITAL INTERFACE
.

6. Select the “Logical Port” Button and select “COM5”; which is the magnetometer data sent thru
the remote sonar serial Input/Output interface

Enable Femote COM Port

Part: COM1 hd
Baud Rate: 9800 hd
Logical Port ‘CDME ﬂ ]

Remote sonar serial 140
Must match the logical port value as set by
the: sonar

Figure 4-14

7. Data should now output from the selected port; See example below using COM1 on the PC or
Laptop.

Serial Confi it
erial Configuraticn Example Setup using “COM1” Setup

Enable Cable Counter [nput

Enable Remate COM Port \ Enable Remate COM Port
™ Enable Primary Navigation Input Port QOFF - Part: QFF - Port: COM1 -
Poit OFF - Eaud Rate: 3600 - Baud Rate: 3600 hd EBaud Rate: 3600 -

EBaud Rate:

4800 hd

Used for MMEA input of GPS and Navigation.

[™ Enable Secondary Mavigation Input

Part: OFF hd

4800 hd

Used for other MMEA data input.

Baud Rate:

Enable Time Only Input
Poit OFF -

4500 -

Baud Rate:

NME& input ignores everything except time
and date:

Select Port to manitor Cable Counter.

Enahble KP Input

Pait OFF -
Baud Rate: 9800 =

Select port for KP input.

Remate sonar serial | /0.
Must match the logical port value as set by
the sonar.

Logical Port:

Enable Remate COM Port

Port: OFF -
Blaud Rate: 9600 =
Logical Port: QFF -

Remote sonar serial |0
Must match the logical port walue as zet by
the sonar.

Enable Remate COM Port

Port: OFF -
Baud Rate: 3600 hd
Logical Port: QFF -

Remate sonar serial | /0.
Must match the logical port value as set by
the sonar.

COME =

Remate sonar serial [/0
tust match the logical port value as set by
the: zonar.

Logical Poit:

Erable Remaote COM Port

Part: OFF -
Biaud Fiate: 9600 =
Logical Port: afFrF -

Remote sonar serial /0
Must match the logical port walue as eet by
the sonar.

Enable Remaote COM Port

Part: OFF -
EBaud Rate: 5600 hd
Logical Part: QFF -

Remate zonar serial [/0
tust match the logical port value as set by
the zonar.

Figure 4-15: Serial Configuration Menu

8. Select “Done” button to complete setup, which closes the “Serial Configuration” Menu
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5.0 VERIFYING AND TROUBLESHOOTING

The customer may need to verify that the system is receiving Mag Data. If all steps were setup correctly
and the magnetometer is connected there should have no errors showing in sonar. The data stream
should also be visible in Sonar. Use the following steps to open Sonar “Remote Desktop”:

1. Open Remote Desktop from Windows Taskbar:

— ’_j/ful'/,‘,;-: = ’_.-//'/ 1._/-}':-:/
2) Left Click using mouse button to select “Remote Desktop”

Recent

.
| & Sonarrdp
% 19290101

el il —
Right Click using mouse button

2, Remote Desktop Connection
o Unpin this program frem taskbar

1)

— ‘7 R ~ 7 5 T e el
¢ f, " [P ! f - m .’.‘-{14 37015
L

Figure 5-1
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5-2 4.0 VERIFYING AND TROUBLESHOOTING

2. The Sonar “Remote Desktop” will open; select “Misc” in the Sonar Toolbar, select “Serial Port
Information”.

e . . — A e~ 7
e = Gz,

20SP: OFF n

208S: OFF e /

215P: OFF = — 7 - 7
2188: OFF —— T/‘K/"'F‘/ S e
- = — HE I,
Shorteut to windows Brvices

Jotar exe Exzplorer /

Shorbeut to
Digital Com...

= T
/

— Zoly1E
= L

N ) — G2 P

Shorteut to

Edgetech /
Start! 74.16 Sonar / — = [ "y ./_— =
SR, = [yl

Figure 5-2
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3. Change drop down menu to Chan #5 (in the example).

8 Sonar - 192.9.0.101 - Remote Desktop Connecticn

205P: C
2055: C
215P: C
2155:
E
Shartout
J5kar . e

I ji ’
Shiortout
Digital Co

Shortout
tkermpro.

Il 74.16 Sonar
File Recording Transmit

(RN < e pial Port Information

Misc

Chan 5 on COMA

. i

State: OK Errors 0 Msgs: Recvd 4 Gen 240 RecvQO

F 0XQ0F 0

Bytes:[Out 0 In 8301) Last[Out 0 In 11[10..280])

*00.001/00:01:31.2 F:017137.504 5:191 D:-000.8m

L0 0215ms 0:99

*00.001/00:01:31.7 F:016971.667 5:184 D:-000.8m

L0 0215ms Q:99

*00.001/00:01:32.2 F:016988.394 5:182 D:-000.8m

L0 0214ms Q:99

*00.001/00:01:32.7 F:016498.772 5:168 D:-000.8m

L0 0215ms Q:99

*00.001/00:01:33.2 F:015971.332 5:185 D:-000.8m

L0 0215ms Q:99

*00.001/00:01:33.7 F:016575.606 5:184 D:-000.8m

L0 0214ms Q:99

*00.001/00:

*00.001/00:01:30.7 F:017659.684 5:190 D:-000.8m

L0 0215ms Q:99

Figure 5-3

4. There should be no errors present in Sonar Toolbar and in the Serial Port Information window:

%, Sonar - 192.9.0.101 - Remote Desktop Connection A N ol

Il 74.16 Sonar
File Recording Transmit Misc

(R Ml serial Port Information

No Errors

9600 ~| [ Pause I~ Hex

State: OK Errors 0 Msgs: Recwd 4 Gen 240 RecvQOF 0 XQOF 0

2188: ( Bytes:[Out 0 In 8901] Last{Out 0 In 11[10..280])

Scrolling Mag Data

Istar.e:  [~00.001/00:01:31.2 F:017137.504 5:191 D:-000.8m LO 0215ms Q:99

*00.001/00:01:31.7 F:016971.687 5:184 D:-000.8m L0 0215ms Q:99

[ @ *00.001/00:01:32.2 F:016988.394 5:182 D:-000.8m L0 0214ms Q:99

Shorkcut

Digital Co *00.001/00:01:32.7 F:016498.772 5:188 D:-000.8m L0 0215ms Q:99

*00.001/00:01:33.2 F:015971.332 S:185 D:-000.8m L0 0215ms Q:99

T
*00.001/00:01:33.7 F:016575.606 S:184 D:-000.8m L0 0214ms Q:99

shortcut - {+0g.001400:

tkermpro,

*00.001/00:01:30.7 F:017659.684 5:190 D:-000.8m L0 0215ms Q:99

Figure 5-4: No Errors with Mag Data Scrolling
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5-4 4.0 VERIFYING AND TROUBLESHOOTING

5. If Serial Port Information has no other dropdown other than Chan 1 or there are errors displayed
(see screen capture below), then double check the setup per procedure describe in section 2.

& Sonar - 192.9.0.101 - Remote Desktop Connection -

Il 74.16 Sonar : Alerts 10 SER

File Recording  Transmit  Misc

Displayed Error in
Serial Port Information Sonar with no

scrolling data

Chan 5 on COMA

State: NO_DATA Errors 0 Msgs: HE¢4 Gen 0 RecyQOF 0 X0
Bytes:[Out 0 In 0] Last[Out 0 In OQ#.0]]

Figure 5-5: No Data with Error Displayed

6. If Sonar is displaying errors check to see if your magnetometer is properly connected to the side
scan system. You can also check your COM port by shorting pin 3 and 4 on the 8 pin Micro Subconn
connection from the Y-Splice and opening TeraTerm to Com 4. Once you have connected to the

COM type in arbitrary keys (e.g. g w e r t y) this should display in TeraTerm when pins 3 and 4 are
shorted.

-

¥ COM4:9600baud - Tera Term VT

File Edit Setup Control Window Help

Figure 5-6: TeraTerm COM Port Test

1
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