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ABOUT THIS DOCUMENT

The purpose of this addendum is to provide the user with information on the setup and use of EdgeTech’s
Target Logger. Although this addendum encompasses the latest operational features of the Target Logger,
some features may be periodically upgraded. Therefore, the information in this addendum is subject to
change and should be used for reference only.

This addendum should be used in conjunction with the corresponding user software and hardware
manuals.

Liability
EdgeTech has made every effort to document the Target Logger in this addendum accurately and
completely. However, EdgeTech assumes no liability for errors or for any damage that results from the

use of this addendum or the equipment it documents. EdgeTech reserves the right to upgrade features of
this equipment, and to make changes to this addendum, without notice at any time.

Warnings, Cautions, and Notes

Where applicable, warnings, cautions, and notes are provided in this addendum as follows:

CAUTION! Identifies a potential hazard that could damage equipment or data.

NOTE: Recommendations or general information that is particular to the material being presented.

Revision History

REVISION DESCRIPTION DATE APPROVAL
A Release to Customer 12/07/2016 cC
B Updates to Target Logger 3/08/2018 HS
C General Update 1/22/2026 HS
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SOFTWARE SERVICE OVERVIEW

EdgeTech provides software services free of charge. This software agreement does not address customer-
specified modifications or enhancements. These services may be ordered separately. Furthermore,
EdgeTech software upgrades are meant for the sole use of EdgeTech customers. Any reproduction of
EdgeTech-supplied software or file sharing is strictly prohibited.

Software Updates and Enhancements

EdgeTech customers can download new software releases with all modifications and enhancements from
the EDGETECH WEBSITE. Major software issues, should they occur, will be reported directly to the customer.
New software releases consist of the following:

e Software enhancements that are not on the price list
e Software fixes and changes

e Product integration

e Documentation updates to on-line help

e Tests for compatibility with other modules
Software patches consist of software that has undergone the following:

e Minor software enhancements

e Software fixes and changes

EdgeTech customers are entitled to contact EDGETECH CUSTOMER SERVICE by telephone, fax, or e-mail to
report a difficulty, to discuss a problem or to receive advice on the best way to perform a task. When
contacted, EdgeTech Customer Service will do the following:

e Respond within 24 hours via Telephone and E-mail Support
e Immediately attend to serious problems affecting operations

e Attempt to find an immediate work-around
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CUSTOMER SERVICE

Customer service personnel at EdgeTech are always eager to hear from users of our products. Your
feedback is welcome and is a valuable source of information which we use to continually improve these
products. Therefore, we encourage you to contact EdgeTech Customer Service to offer any suggestions
or to request technical support:

NOTE: Please have the Target Logger version available when contacting
customer service. Clicking on the version in the Help > About box in the
Target Logger window will copy it to your clipboard.

E-mail: service@edgetech.com

Mail: 4 Little Brook Road
West Wareham, MA 02576

Telephone: (508) 291-0057
Fax: (508) 291-2491

24-Hour Emergency
Technical Support Line: (508) 942-8043

For more information, please go to WWw.EDGETECH.COM.
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COMPANY BACKGROUND

EdgeTech (formerly EG&G Marine Instruments) traces its history in underwater data acquisition and
processing back to 1966. EdgeTech has designed, developed, and manufactured products, instruments,
and systems—for the acquisition of underwater data, including marine, estuarine, and coastal
applications—for over 60 years.

The company has responded to the needs of the scientific, Naval, and offshore communities by providing
equipment—such as sub-bottom profilers, side scan sonar, acoustic releases, USBL positioning systems,
and bathymetric systems—that have become standards in the industry.

EdgeTech has also consistently anticipated and responded to future needs through an active research and
development program. Current efforts are focused on the application of cutting-edge CHIRP and acoustic
technology.
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1.0 OVERVIEW

EdgeTech’s Discover Target Logger software is used to catalog high-resolution target imagery captured
with a right-click mouse action in EdgeTech’s Discover software waterfall displays for target mensuration,
logging, and recall. A list of targets with a preview image, name, and description field are presented in
Target Logger’s Catalog Window and plotted on Coverage Mapper’s Map Window target layer as targets
marked with orange X characters that display the target name and a preview image when moused over.
Configurable Discover sonar, and sensor data are shared with Target Logger for accurate positioning.
Selected targets in the catalog open in high resolution Target Display Windows with tools to measure
targets and modify calculations, colors, time-varied gain, and focus to analyze a target and generate data
for study. Targets can be saved, target files shared, and attractive reports with imagery and data
generated in Microsoft Word (.docx), PDF (.pdf) , and Web file (.html) formats. All work can be done during
a survey or after a survey by playing back recorded Discover JSF files. Target Logger is included with
EdgeTech’s Discover sonar data acquisition software package providing users with a complete software
toolset to carry out their work.

i EdgeTech Discover - 4125D Dual Frequency Side-Scan - O

File View Configuration Control Help

IR G N v e » v on (M- 15+ H- 2+ | =@
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Figure 1-1: EdgeTech Discover, Target Logger and Coverage Mapper Application Windows
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File  View Window Help

Figure 1-2: Target Logger Application Window with Target Catalog Sub Window Displayed

Target Logger = [} X
File View Window Help
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Figure 1-3: Target Logger Application Window with Target Display Sub Window Displayed
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2.0 USER INTERFACE

2.1 Target Logger Application Window

Lisieis 4¢ Drop Down Menus Options Button Help

File View Window Help Button

Target Catalog =@ Tabbed Target Display Window and Catalog Window \ ¥

¢ MmQAE e 4 O €3/ €= Active Toolbar Button with Blue Background 2]
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Tag F Feature

Active Tabbed M Drop Down Tag Selection Menu

Window '
Displayed. Tab
Background is

Ping 8224
Timestamp 2008-08-08 15:33:517
Position 41°32.38283' N 70° 52.88639'

Blue. Altitude 0.00 m
Course 266.00
Heading 268.90
Slant Range 22.38 m
Ground Range 22.38 m .
Ferath 0.00m Vertical —
width 573m Scrollbar

Height 0.00 m

i

1y ¥

Description | Superstructure beams

J=€={ Connected Coverage Mapper Applications Connection Status Icon

Figure 2-1: Target Logger Applications Window Features

The Target Logger application window consists of tabbed Target display windows, a tabbed Target Catalog
window, and drop down menus. The drop down menu provides application options, a view switch, layout
saving and loading options, and help displays. The application window is movable, resizable, and can be
minimized providing flexibility while displaying other open application windows on computer desktop
display. Target Logger will relaunch if inadvertently closed. Scrollbars will appear at the bottom or left
hand side of the window to scroll the window’s contents if the window is resized. Catalog and Display sub
windows can be resized, undocked, moved, tabbed, and hidden with options to save and recall user
configured sub window layouts in the WINDOW DROP DOWN MENU. Active displayed sub windows have blue
tabs and inactive tabs have white tabs. Discover and Coverage Mapper icon connection indicators are
displayed at the bottom of the window. The connection icon will appear crossed out If there is a
disconnection from an application. An Options Cog Button opens the Target Logger Options Window with
a focus on Target options. The help button opens an animated locally stored help web page.
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2.2 Target Catalog Window

The target catalog lists saved targets by name with
displayed preview images and any text annotations
added by the user. Targets are selected by left-
clicking on target which highlights the selected
target in blue. Double left-clicking a target opens it
in @ TARGET DISPLAY WINDOW for analysis. More than
one target can be selected by holding down the left-
shift key while left clicking the targets. Targets are
deselected by left-clicking on the target while
holding down the left ctrl button. The toolbar (TABLE
2-1) provides buttons to open target(s), delete a
target from the catalog, generate a target report,
and send a target to Discover. Clicking the options
button opens the Target Logger options window
with a focus on the target category. The help button
opens an animated locally hosted help webpage.

The target catalog window can be undocked by left
clicking it and moving the mouse. It can remain a
floating window or you can set it to a new position
by sliding the mouse pointer to a docking position
marker (FIGURE 2-3) and release the mouse button. If
sharing a window or docked in certain positions
scrollbars will appear on window edges to scroll
through long target lists. The window can be pinned
as a tab on the matching docking side by pushing the
pin button. The window can be hidden by selecting
the down-arrowhead button on the right side of the
window and selecting autohide. Hidden windows
are opened by clicking the target catalog button at
the top left. The target catalog can be closed by
clicking the x button on the top right side of the
window or selecting close from the down-
arrowhead button drop down menu. The Target
catalog window is reopened by selecting Target
Catalog from the Target Logger Application View
drop down menu. New window positions, size and
tabbed status can be saved as part of a new window
layout as described in the WINDOW MENU section of
this manual.

TARGET LOGGER

Button Pin Window Button
Toolbar Haln
Target Catalog Down Arrowhead
+E x® 4 Button (Hide Window) ©
Target 0050 <—— Target Name

Superstructure beamsh
Target User

* Annotation

Selected Target (Blue Background)

=)

Preview

Image % *
Targets (Unselected
§ [Target-0048 White Backgrounds)

\/

Figure 2-2: Target Catalog Window

Close Target Window Button

Target Catalog

+5 x® 4 o

S| |

Possible Display Window Docking Position
Markers. Hold left mouse button down and
release over choice

v

Figure 2-3: Undocked Target Window with
Available Docking Positions Exposed
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Target Catalog Toolbar Button Descriptions

BUTTON DESCRIPTION

Opens an Open File Window of the local default project
(*.target) folder. This is C:\Edgetech\Data\Targets by default
but can be changed in PROJECT FOLDER CONTROL PANEL in Target
Logger’s Options Window. A target is opened and added to
the catalog by left clicking it and pushing the open button.
Multiple files can be added by holding down the left shift key
while selecting them.
= Open Target(s) from Other Opens a windows select directory window allowing users to
Folder Button open any file directory they have access to.
Remove Target from
x Target Logger Catalog
Button

+ Open Target from Default
Folder Button

Removes the target from the catalog. Does not delete the
target file.

Generates one or more report files with a target image and
data block information. The TARGET REPORTS CONTROL PANEL in
Target Logger’s Options Window include generating reports in
Word (.docx), and PDF (.pdf), web (.html) file formats, and
adding default or custom report headers.

Generate Target Report(s)
Button

4l Send Target to Discover Sends the target to Discover.

Opens the TARGET LOGGER OPTIONS WINDOW with a focus on

Options Cog Button e

(2] Help Button Opens a locally stored animated help webpage.

Table 2-1: Target Catalog Toolbar Button Descriptions

2.3 Tabbed Target Display Windows

Target display windows are tabbed sub windows that display high resolution target imagery on the left, a
button toolbar at the top, target information displays on the right, a bottom tracking preview display
toward the bottom, and tabbed control panels at the bottom. Active toolbar buttons have blue
backgrounds. A red target symbol is displayed at the same position as specified by the mouse pointer on
Discover’s side scan display. The target can be moved by left-clicking the symbol with the mouse and
moving it to a desired position. Relevant target information displays will update to the symbol’s new
position. Target data can be further refined in the Target Tab Control Panel. Zoom In and Zoom Out
buttons, the TVG Gamma Tab, and Color Palette Tab help identify target and details that may not be seen
in one view. Targets and their shadows are measured by pressing the length, or width, or height ruler
buttons and left click dragging out a line of measurement on the display which updates the length, width,
and height data fields with the measurement. The Navigation Offset Button Tab display provides offset
information from Discover. Bottom tracking can be adjusted for position and altitude adjustments and
height measurements by left-clicking the red bottom tracking line in the bottom tracking display and
dragging it to the desired bottom location as displayed in the imagery. The Tag field provides a method
to organize imagery by general classification in the target catalog and on the Coverage Mapper display.
The Description text entry field allows surveyors to add annotation. The options button opens the Options
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2-4

window displays control panels for general, target, and advanced options. The help button opens the
EdgeTech help with animated locally stored help webpages.

Target Name Close Window Button

Pin Window Button
Button Toolbar

—— Down Arrowhead Button (Hide Window)

Windows Options Button @
Tag Feature v
High Resolution Display That
Can be Zoomed or Panned Ping 8223
Timestamp 2008-08-08 15:33:50Z
”’f. r* Position 417 32.38314' N 70° 52.88640' W
r | B Altitude 578 m
{ 266.00 Target Data
Target Marker [§8 B :
: Heading 268.90 Displays
' A T TN Slant Range 22.56m Fields. Data
| ‘ Tt P Ground Range 21.81m Influenced
Length 0.00 m By Settings
width 573m
Height 0.00 m

Description | Superstructure beams

Editable
Description
Field for
Annotation

Bottom Tracking Window

Target | TVG Gamma | Color Palette | Navigation Offsets Bottom Control and Display Tabs

Calculate Position Using Sonar

v| Display Target Marker

Course 5] Epceidbimedion e Bottom Control and Display Panels

® Heading

Figure 2-4: Target Logger Target Display Window

One or more tabbed target display windows are opened by double left-clicking on an entry in the TARGET
CATALOG WINDOW. A Target Display Windows can be undocked by left-clicking it and moving it to a new
position with the mouse. It can remain a floating undocked window or you can set it to a new position by
sliding the mouse pointer to a docking position marker and releasing the mouse button. If a display
window is sharing the application window or docked in certain positions scrollbars will appear on window
edges to scroll through long target lists. The window can be pinned as a tab to the matching docking side
by pushing the pin button (similar to FIGURE 2-3) . The window can be hidden by selecting the down-
arrowhead button on the right side of the window and selecting autohide. Hidden windows are opened
by clicking the target catalog button at the top left. Target display windows can be closed by pressing the
X button in the upper right side of the window and reopened by selecting the image from the target
catalog. New window positions, size and tabbed status can be saved as part of a new window layout as
described in the WinDow MENU section of this manual.
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NOTE: The default window size of the target image is 200 vertical display lines by the full sonar range.
The vertical size for the window can be changed by modifying the ‘TargetWindow’ entry in the active
DISCOVER Software initialization file (DISCOVERLastxxxx.Jni). Caution should be exercised before
making this larger, to ensure adequate processor resources (RAM memory, CPU speed etc.) are
available to handle larger data windows.

2.3.1 Bottom Tracker Window

The Bottom Tracker display window is a preview window used to set the bottom value which updates the
position, altitude, ground range of the target and enables height measurement. A bottom value is set by
left-clicking and dragging the red bottom tracker line to the bottom position (where you visibly see a
return) or what is detected in Discover bottom tracking. The target image will be distorted if Discover
bottom tracking was disabled or improperly tracking the seafloor in the area where the target was
selected.

Set Red Bottom Tracking Line

\

Figure 2-5: Button Tracker Window

2.3.2 Target Display Window Buttons

Selected Buttons in the Toolbar have blue backgrounds. Measurement buttons can have their units
changed in the Target Logger Options Window UNITS CONTROL PANEL.

BUTTON(S) DESCRIPTION

Selecting this button allows the user to pan the target display with
0{-’ Pan Button .

a left-click and drag mouse control.
Pushing this button allows a left-click and drag straight line length
measurement that is marked with a white line on the display. The
measurement value is displayed in the Length Field using the units
set in options. Pushing the button a third time hides the line on the
display but keeps the measurement in the data display. Selecting a
line deletes the line. Only one length measurement can exist at
one time.
Pushing this button allows a left-click and drag straight line width
measurement that is marked with a white line on the display. The
measurement value is displayed in the Width Field using the units
set in options. Pushing the button a third time hides the line on the
display but keeps the measurement in the data display. Selecting a
line deletes the line. Only one length measurement can exist at
one time. CONTINUED NEXT PAGE

@ Measure Length
Button

Measure Width
Im_rl Button

Table 2-2: Target Display Button and Tool Descriptions
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BUTTON (S) DESCRIPTION

Pushing this button allows a left-click and drag straight line height
measurement that is marked with a white line on the display. The
bottom tracking line must be set in the BOTTOM TRACKING WINDOW
E Measure Height to measure heights. The measurement value is displayed in the
Button Height field using the units set in options. Pushing the button a
third time hides the line on the display but keeps the
measurement in the data display. Selecting a line deletes the line.
Only one length measurement can exist at one time.
@ Q Zoom In and Zoom These buttons increase or decrease target display zoom
Out Buttons incrementally.
Saves the target with any measurements or changes made in
Target Logger to the default project data target folder. The default
folder is C:\EdgeTech\Data. It can be changed in the Target Logger
Options window PROJECT FOLDER CONTROL PANEL.

i

Save Target Button

S U9 (Rl Sends the target to Discover.
Button
Resets the Altitude value back to 0. The red bottom tracker line in
Reset Altitude Button the bottom tracker display will need to be moved to populate an
altitude value after a reset.

Display T Mark
Isplay Target Marker Toggles the Red Target Marker display on and off.

Button
Options Button Opens the TARGET LOGGER OPTIONS WINDOW.
Help Button Opens a locally stored animated help webpage.

@ ¢ C A

Table 2-2: Target Display Button and Tool Descriptions (Continued)

2.3.3 Target Display Data Fields and Displays

Display units can be changed in the Target Logger Options Window UNITS CONTROL PANEL.

NAME DESCRIPTION

A categorical tag that can be assigned to a target. The tag name and symbol will
Tag appear with Target Name when mousing over a target in EdgeTech’s Coverage
Mapper application.

Ping Sonar system ping count when target was selected.

Timestamp Target date and Zulu time

Position Course or Heading Calculated latitude and longitude position.

Altitude Distance from seafloor as influenced by Target Logger Bottom Tracking. Units of
measurement and digits after decimal can be set in Target Logger Options.
The direction of travel in degrees.

Course

CONTINUED NEXT PAGE

Table 2-3: Target Display Data Fields and Displays
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NAME DESCRIPTION
Heading The direction of the tow vessel’s bow in degrees.
Slant Range Calculated straight line distance from the sonar to the target.

Calculated straight line distance from bottom position below sonar to the target.
Bottom tracking/altitude should be set.

Measured length using Length measurement tool. Units of measurement and digits
after decimal can be set in Target Logger Options.

Measured width using width measurement tool. Units of measurement and digits
after decimal can be set in Target Logger Options.

Measured height using height measurement tool. Bottom must be defined using
Height Target Logger Bottom Tracker. Units of measurement and digits after decimal can be
set in Target Logger Options.

Ground Range
Length

Width

Description Text entry field for user-defined annotations.
Table 2-3: Target Display Data Fields and Displays (Continued)

2.3.4 Target Display Window Bottom Tab Control Panels and Displays

Target | TVG Gamma | Color Palette = Navigation Offsets

Calculate Position Using Sonar
Course

~ Display Target Marker

+| Speed Correction
® Heading

Figure 2-6: Target Display Window Bottom Tab Control Panels and Displays

The tabs at the bottom of Target Display Windows provide control panels and displays to change target
position calculation, change TVG Gamma in target waterfall imagery, change and invert the waterfall
images color palette, and display the navigation offsets reported from Discover.

2.3.4.1 Target Tab Control Panel

Target | TVG Gamma | Color Palette = Navigation Offsets
Calculate Position Using Sonar /| Display Target Marker

Course A
~| Speed Correction

o Heading

Figure 2-7: Target Tab Control Panel

Settings:

Calculate Position Using Sonar [Radio Buttons]: The Target Tab Control Panel provides radio buttons
controls to change the target position data calculations to use a position based on course or heading. The
default setting is selected at first use and can be changed as described in this manual’s TARGET CALCULATION
CONTROL PANEL section.

¥ EdgeTech
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Display Target Marker [Checkbox]: The red target maker’s visibility can be turned on (checked) and off
(unchecked) using this control.

Speed Correction [Checkbox]: This checkback activates and deactivates the display the image with
Discover’s speed correction.

2.3.4.2 TVG Gamma Tab Control Panel

This control panel provides some TVG Target | TVG Gamma | Color Palette | Navigation Offsets
(Time Varied Gain) and Gamma

adjustment. The ABC numeric columns e A . B - ¢ -
are numeric text entries with incremental 0, 0 . 42
adjustment  buttons. The Gamma TVG(range) = A x Log(range) + Bxrange + C
correction drop down menu provides Gamma | 1.00 B

specific gamma values to choose from.
Figure 2-8: TVG Gamma Tab Control Panel

NOTE: For best results, gain and TVG should be set well in Discover. The Target Logger cannot
correct poorly set gain and TVG in Discover.

2.3.4.3 Color Palette Tab Control Panel

The Color Palette Control Panel provides a drop down menu to choose a different color schema for the
target waterfall image and a checkbox option to invert it.

Target | TVG Gamma Color Palette
Palette

+| Invert

Figure 2-9: Color Palette Control Panel Figure 2-10: Palette
Color Menu

2.3.4.4 Navigations Offsets Tab
Display Panel

Target | TVG Gamma | Color Palette | Navigation Offsets

Heading 0.00
Displays the navigations offsets reported

L Aft 0.00m  Starboard 0.00m  Depth 0.00m
from and set in Discover.

Latitude 0 Longitude O

Figure 2-11: Navigation Offset Display Panel

TARGET LOGGER 0018974_REV_C
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2.4 Drop Down Menus

Target Logger has several additional features accessible from its top File View Window Help

menu bar, which are described in detail below.
Figure 2-12: Application Drop

Down Menus

2.4.1 File Menu

The File Menu allows the user to open surveys and edit survey options, including changing the units,
window layout, target naming, and generating reports.

2.4.1.1 Options

The Options window provides general, target and advanced control panels of application options. It is
accessed by pressing the Options cog button on the upper left hand side of the application window (FIGURE
2-1). Control panels are accessible by selecting the desired control panel from the expanded category list.
The panel will then be displayed on the right. All option changes are instant.

Options [ General - Units ] - o X
- General Digits after decimal = o
Units Distance Meter v
Project Folder Long Distance Kilometer M
Window Layouts Area Square meter M
-1 Target Pressure Kilopascal o/
Naming Speed Knot M
Reports Temperature Celsius M
Calculation Latitude Longitude ' pegrees and Decimal Minutes e
=1 Advanced
Connections

Reset all options

Changes in this panel apply instantly Close

Figure 2-13: Target Logger Options Window
2.4.1.1.1 Units Control Panel

The Units control panel provides users options to set units of measurement displayed by Coverage
Mapper.

¥ EdgeTech
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Options [ General - Units ]

- General
Units
Project Folder
Window Layouts
-l Target
Naming
Reports

Calculation

OPTION

Digits after decimal
[Numeric Text Box
Entry]

Distance [Drop Down
Selection]

Distance Long [Drop
Down Selection]

Area [Drop Down
Selection]

Digits after decimal | 3

Distance Meter

Long Distance Kilometer

Area Square meter

Pressure

Kilopascal
Speed Knot
Temperature Celsius

Latitude Longitude | pegrees and Decimal Minutes
Figure 2-14: Options Window- Unit Options

VALUE(S) OPTION

Pressure [Drop Down

Editable Selection]

Speed [Drop Down
Selection]

Units: Meters, Foot,
Yard, US Survey Foot

Kilometers, Nautical
Mile, Mile, US Survey
Mile

Square Meter, Square
Kilometer, Square
Nautical Mile, Square
Yard, Square Foot

Temperature [Drop
Down Selection]

Latitude Longitude
[Drop Down Selection]

Table 2-4: Options Window Unit Options

VALUE(S)

Kilopascal, Pound Per
Square Inch

Knots, Meter Per
Second, Kilometer Per
Hour, Foot Per Second,
Mile per hour

Celsius, Fahrenheit

Degrees and Decimal
Minutes, Degrees
Minutes Seconds
Decimal Degrees

2.4.1.1.2 Project Folder Control Panel

The Project Folder control panel allows users to specify the current file folder they would like to save and
load target and report files from. The current file folder is displayed in the Project folder field in the
control panel. A Browse... button is provided for the users to open the Windows folder selection window
for users to select a project folder or create one.

Options [ General - Project Folder ] — (]} X

* Browse ...

Click Browse Button to

-G | . .
enerd Choose File Directory

Project folder C:\Edgiech\Data

Units

Project Folder Selected File Directory

Figure 2-15: Options Window Project Folder Control Panel

TARGET LOGGER
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2.4.1.1.3 Window Layouts Control Panel

The Windows Layouts control panel provides management of layouts that were saved in the Layout Drop
Down Menu. Layouts are listed in the panel display and can be selected with the mouse which highlights
them in blue (default) when selected. Pressing the up or down buttons moves them up and down in the
order they appear in the Window Apply Layout Drop Down Selection Menu. Pressing the X button deletes
the selected layout. Pressing the pen and paper button provides a text entry box to rename the layout.

OeticnslilGeneraligvlindowliayoiizy Windows Layout List. Selected Layout Highlighted in Blue o %
- General Layout-1 ' 1
Units | Layout-2

Up and Down Reorder Buttons (
Project Folder

Window Layouts Delete Selected Layout Button = %
= Target @
Naming
Reports f
Calculation Rename
- Advanced Selected
Connections Layout
Reset all options Button
Changes in this panel apply instantly Close

Figure 2-16: Options Window Windows Layout Control Panel

2.4.1.1.4 Target Naming Control Panel

The Target Naming Control Panel provides control to change the target name prefix and switch the
numbering of the suffix from a four-digit sequence number to a 14-digit date and time created number.
Updated target names will appear in both the Target Logger and Coverage Mapper Applications.

-l General Naming

Units Prefix | Target

Project Folder .
! ® Using sequence # as target Id  Example: Target-0001
Window Layouts

Using time as target Id Example: Target-20150310T135940
= Target
Naming
Reports
Calculation
Figure 2-17: Options Window Target Naming Control Panel
Controls:

Prefix: Textbox entry field that changes the default Target value to a user created prefix.

Using Sequence as target Id and Using time as target Id Radio Buttons: Sets the numeric suffix.
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2.4.1.1.5 Target Reports Control Panel

The target report control panel provides checkbox control settings to create Word (.docx), web (.html),
and PDF (.pdf) formatted report files to the project folder. Report File Log Header radio button controls
allow adding an EdgeTech logo, a Custom Logo or no logo (None). If a custom logo is chosen a browse
button is used to pick an image file from a folder in the windows directory and three empty text fields are
provided for custom header information (address, etc.). The report(s) will generate when the generate
report button (TABLE 2-1) is pushed in the Target Logger Catalog Window Toolbar.

=l General
Units
Project Folder
Window Layouts
- Target

Naming

Repeort File Formats
Check One or More Checkboxes to

Generate Report in Chosen File
Formats when Generate Report
Button is Pushed in Catalog Toolbar.

~| Word Document

HTML

PDF

An image file will always be created .
Click Browse Button To Select

Select One Radio

Report File Logo Header

Custom Logo Image File

* None EdgeTech Logo @& Custom Logo
Button To Add Logo.
- Advarcea
. Logo Image File Browse ...
Connections

Infomation Line 1

[3]Editable Information
Lines Available for Custom
Log Text Entry (Company
Address, etc.)

* Infomation Line 2

Infomation Line 3

Figure 2-18: Options Window Reports Control Panel

2.4.1.1.6 Target Calculation Control Panel

The Target Calculation Control Panel provides radio button controls to set the default new target position
calculation mode to either course or heading. The setting for a saved target is visible (and can be reset)
using the radio button controls on the TARGET TAB CONTROL PANEL at the bottom of the target window.

Options [ Target - Calculation ] — ] X

-l General

Default New Target Position Calculation Method: Course ® Heading

Units

Project Folder

Window Layouts
- Target

Naming

Reports

Calculation

oK Cancel

Figure 2-19: Calculation Control Panel

2.4.1.1.7 Advanced Connections Control Panel

TARGET LOGGER
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The advanced connections control panel provides network addressing controls to connect to Discover and
Coverage Mapper applications hosted on computers other than where Target Logger is located. This is
done by populating an IP address to the location of Discover and port number to use, and a port number
to Coverage Mapper. The default address of 127.0.0.1 with Port Number 1671 and 1665 is used by default

as it is the network configuration of Discover, Coverage Mapper, and Target Logger being located on the
same topside computer.

Options [ Advanced - Connections ]

- ] X
Window Layouts Discover
IP Address | 127.0.0.1 Port Number | 1671
- Target
Naming Server to Coverage Mapper
Reports Port Number | 1665
Calculation
=l Advanced
Connections
Reset all options -
OK Cancel
Figure 2-20: Advanced Connections Control Panel
2.4.1.1.8 Advanced Reset All Options Control Panel
Provides a Reset all options button that resets all Target Logger options to their default settings.
Options [ Advanced - Reset all options ] = a X
Window Layouts = Reset all options to factory default. The application will immediately close and restart.
=l Target Reset all options
Naming
Reports
Calculation
=l Advanced
Connections
Reset all options -
Changes in this panel apply instantly Close

Figure 2-21: Advanced Reset All Options Control Panel
2.4.2 View Menu Target Logger

The only option on the view menu is the Target Catalog. If Target Catalog is Hle JMieW Window Help
. . . m, Target Catalog
closed, this will relaunch it.

Figure 2-22: View Menu
Target Catalog Setting
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2.4.3 Window Menu

Window Help
The windows m‘enu prowd.es controls to save and 1 Save Window Layout
man.age the various sub-window layouts and layer Apply Window Layout , Layout1 =
configurations users create. Layouts record the .

L. . . Manage Window Layouts Layout-2 |
position, size, and state (opened, closed, pinned, ) e
hidden) of the sub windows and the visibility, opacity, l Reset Window Layout

T

and order of map layers. . .
Figure 2-23: Window Drop Down Menu

Window Menu Selections: Save Window Layout x

Save Window Layout: Saves the current layout. The Layout Name:
user must give it a name and press the OK button.

Layout-2
Apply Window Layout: Opens a submenu with a list of
layout to choose from. The order can be modified in oK Cancel
the Manage Windows Layout control. Figure 2-24: Name and Save Layout Window
Target Logger
File View Window Help
Target Catal Save Window Layout
Apply Window Layout b Layout-1 ©
+ 5 x |
Manage Window Layouts Layout-2 .

- Reset Window Layout

Figure 2-25: Apply Window Layout with Layouts Submenu and Layout-2 Layout Exposed

Manage Window Layouts: Opens the Options Window Windows layout control panel. Layouts are
reordered using the arrow buttons, deleted using the deleted button, and renamed using the pen and pad
button. Refer to the WINDOW LAYOUTS CONTROL PANEL section of this manual for a detailed description and
instructions.

Reset Windows Layout: Resets the layout to Target

Logger’s default layout. User will be prompted to
confirm the reset with a yes or no button window
prior to making a change. Yes No

Are you sure you want to restore the default window layout?

Figure 2-26: Default Window Layout
Confirmation Window

TARGET LOGGER 0018974_REV_C
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2.4.4 Help Drop Down Menu

The Help Drop Down Menu has three choices: Help

Target Logger Help...: Link to a locally hosted Target Logger Help Target Logger Help...
Webpages. i Create Log Archive
Create Log Archive..: Creates a log archive to send to customer service About

if assistance is needed.
About...: Calls a popup window that provides Target Logger Version  Figure 2-27: Help Drop Down
number, credits, and Customer Service information. Menu

About Target Logger X

Customer Service

Email: service@edgetech.com

Tel: 1-508-291-0057

24-Hour Emergency Line: 1-508-942-8043

Target Logger
Version 2.11.0
Copyright © 2016 EdgeTech

Figure 2-28: Target Logger About Popup Window

¥ EdgeTech
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