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ATTENTION — READ THIS FIRST!

All personnel involved with the installation, operation, or maintenance of the equipment described in this
addendum should read and understand the warnings and cautions provided below.

All personnel involved with the installation, operation, or maintenance of the equipment described in this
manual should read and understand the warnings and cautions provided below.

CAUTION! This equipment contains devices that are extremely sensitive
to static electricity. Therefore, extreme care should be taken when
handling them. Normal handling precautions involve the use of anti-static
protection materials and grounding straps for personnel.

WARNING! High Voltage may be present in all parts of the system.
Therefore, use caution when the electronics are removed from their
containers for servicing.

CAUTION! Operation with improper line voltage may cause serious
damage to the equipment. Always ensure that the proper line voltage is
used.

Warnings, Cautions, and Notes

Where applicable, warnings, cautions, and notes are provided in this manual as follows:

WARNING! Identifies a potential hazard that could cause injury or death.

CAUTION! Identifies a potential hazard that could damage equipment or
data.

NOTE: Recommendations or general information that is particular to the
material being presented.

¥ EdgeTech




HARDWARE VARIATIONS AND COMPATIBILITY

The 4205 MAGNETOMETER INTERFACE contains both standard and proprietary hardware. At times,
EdgeTech may change the standard components due to their availability or performance improvements.
Although the component manufacturers—along with their models and styles—may change from unit to
unit, replacement parts will generally be interchangeable.

EdgeTech will make every effort to see that replacement components are interchangeable and use the
same software drivers (if applicable). At times, however, direct replacements may not exist. When this
happens, EdgeTech will provide the necessary drivers with the replacement part, if applicable.

EdgeTech may also change certain hardware per customer requirements. Therefore, portions of this
addendum, such as parts lists and test features, are subject to change. These sections should be used for
reference only. When changes are made that affect system operation, they will be explicitly noted. Also,
some options and features may not be active in the customer’s unit at time of delivery. Upgrades will be
made available when these features are implemented.

Contact EDGETECH CUSTOMER SERVICE with any questions relating to compatibility.
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ABOUT THIS DOCUMENT

We, the employees at EdgeTech, would like to thank you for purchasing a 4205 Magnetometer Interface.
At EdgeTech, it is our policy to provide high-quality, cost-effective products and support services that meet
or exceed your requirements. We also strive to deliver them on-time, and to continuously look for ways
to improve them. We take pride in the products we manufacture, and want you to be entirely satisfied
with your equipment.

Purpose of this Addendum

The purpose of this addendum is to provide the user with information on the setup and use of EdgeTech’s
4205 Magnetometer Interface. Although this addendum encompasses the latest operational features of
the interface, some features may be periodically upgraded. Therefore, the information in this addendum
is subject to change and should be used for reference only. This document is not a replacement for the
system hardware manual—it is a supplement only.

Liability

EdgeTech has made every effort to document the 4205 Magnetometer Interface in this addendum
accurately and completely. However, EdgeTech assumes no liability for errors or for any damages that
result from the use of this addendum or the equipment it documents. EdgeTech reserves the right to
upgrade features of this equipment, and to make changes to this addendum, without notice at any time.

Revision History

REVISION DESCRIPTION DATE APPROVAL

A

Release to Production TS
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WARRANTY STATEMENT

All equipment manufactured by EdgeTech is warranted against defective components and workmanship
for a period of one year after shipment. Warranty repair will be done by EdgeTech free of charge.

Shipping costs are to be borne by the customer. Malfunction due to improper use is not covered in the
warranty, and EdgeTech disclaims any liability for consequential damage resulting from defects in the
performance of the equipment. No product is warranted as being fit for a particular purpose, and there is
no warranty of merchantability. This warranty applies only if:

i.  The items are used solely under the operating conditions and in the manner recommended in
Seller's instruction addendum specifications, or other literature.

ii.  The items have not been misused or abused in any manner, nor have repairs been attempted
thereon without the approval of EdgeTech Customer Service.

iii. Written notice of the failure within the warranty period is forwarded to Seller and the directions
received for properly identifying items returned under warranty are followed.

iv.  The return notice authorizes Seller to examine and disassemble returned products to the extent
Seller deems necessary to ascertain the cause for failure.

The warranties expressed herein are exclusive. There are no other warranties, either expressed or implied,
beyond those set forth herein, and Seller does not assume any other obligation or liability in connection
with the sale or use of said products. Any product or service repaired under this warranty shall be
warranted for the remaining portion of the original warranty period only.

Equipment not manufactured by EdgeTech is supported only to the extent of the original manufacturer's
warranties.

CAUTION! Never attempt to ship a Portable Topside in its Storm Case™
alone. Although rugged, these cases are not intended to be used as
shipping containers and the delicate internal components could be
damaged. Shipping in this manner will void any warranties.
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RETURNED MATERIAL AUTHORIZATION

Prior to returning any equipment to EdgeTech, a Returned Material
Authorization (RMA) Number must be obtained from CUSTOMER SERVICE.

RMA Purpose

The RMA Number identifies returned equipment when it arrives at our receiving dock and enables tracking
while at our facility. Refer to RMA number on all documentation and correspondences.

All returned materials must be shipped prepaid. Freight collect shipments will not be accepted. All

equipment should be adequately insured for shipping, but equipment belonging to EdgeTech must be
insured for full value.

If there is more than one item per consignment, include a packing with the shipment. An invoice can
double as a packing slip only when the contents are clearly numbered and identified on the invoice.

CAUTION! Never attempt to ship a Portable Topside in its Storm Case™
alone. Although rugged, these cases are not intended to be used as
shipping containers and the delicate internal components could be
damaged. Shipping in this manner will void any warranties.

NOTE: All shipping charges shall be the responsibility of the customer,
unless under warranty, as EdgeTech will pay for return shipping.

NOTE: For International Shipments valued over $1000, the following
Shipper's oath must be sent with the invoice.

Shipper’s Oath:

"I, ,declare that the articles herein specified are the growth,
produce, or manufacture of the United States; that they were exported from the
United States from the port of , on or about ; that they
are returned without having been advanced in value or improved in condition by any
process of manufacture or any other means; and that no drawback, or allowance has
been paid or admitted hereof."

Signed

¥ EdgeTech
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CUSTOMER SERVICE

Customer service personnel at EdgeTech are always eager to hear from users of our products. Your
feedback is welcome, and is a valuable source of information which we use to continually improve these
products. Therefore, we encourage you to contact EdgeTech Customer Service to offer any suggestions
or to request technical support:

NOTE: Please have your system Model and Serial Number available when
contacting Customer Service.

E-mail: service@edgetech.com
Mail: 4 Little Brook Road

West Wareham, MA 02576
Telephone: (508) 291-0057
Facsimile: (508) 291-2491

24-Hour Emergency
Technical Support Line: (508) 942-8043

For more information please go to www.EdgeTech.com.
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COMPANY BACKGROUND

EdgeTech (formerly EG&G Marine Instruments) traces its history in Underwater Data Acquisition and
Processing back to 1966. EdgeTech has designed, developed, and manufactured products, instruments,
and systems — for the acquisition of underwater data, including marine, estuarine, and coastal
applications — for over 50 years.

EdgeTech responds to the needs of the Scientific, Naval, and Offshore communities by providing industry-
leading equipment — such as Sub-Bottom Profilers, Side Scan Sonar, Acoustic Releases, USBL Positioning
Systems, and Bathymetric Systems — that have become standards in the industry.

EdgeTech consistently anticipates and responds to future needs with an active Research and Development
Program. Current efforts are focused on adapting new cutting-edge acoustic technology.

¥ EdgeTech




TABLE OF CONTENTS
ATTENTION — READ THIS FIRST! ..cceiiiiiiiiiiiiiiieiiieiiteieieieieteteiereiereiereiesesesesesesesssesssssssssssssssssssssssssssssssess iiii
Warnings, Cautions, @anNd NOTES.......ueeiiii et eeecree e e e e e e s rbre e e e e e e s eesbaseeeeeeeeesenstsseeeaasanns iii
HARDWARE VARIATIONS AND COMPATIBILITY ...cuuiiuiiiiriiiiiiieiiieiieiieiiieiieesisiioimaisaesssiserasrssesessees iv
ABOUT THIS DOCUMENT .....ccctttitimteieirieeeeeeeeeteeeeeeetsisiststststsssssesssssssssssssssssssssssssssssssssssssssssssssssssssssssses v
0 o Yo 1Y I} i o o Vo Lo F=T oo [ o TSP v
] o1 L1 Y2 PRSP %
REVISION HISTONY ..eiiiiiiiiiiiitee ettt ettt e e e e s e bbbttt e e e e e s st b aeeeeeeeesanssbbaaeeesesanannsaaaaeenns v
WARRANTY STATEMENT ... eiiiiiiiiiiiiiiiiiiiiiiiiiieiieiteiratsesisesraserassresssessaestasssasssessssssasssasssnsssnsssnss vi
RETURNED MATERIAL AUTHORIZATION .....ouuuisss s s s vii
RIMA PUFPOSE «.eiiitiiitititiettteetteteteteetteeeeeseeeeeeeeeeeeeseeeseaeseseseseeeseseeeeee................................................... vii
CUSTOMER SERVICE.......ccuiieiiiiiniiiniiiiiiiieiiieiineiieeirairesieesioesiasirastssstsssrsssrassssssssssssssssssasssessasssasssns viii
COMPANY BACKGROUND ...ccieuiimnirniruiireiineraiereiireiimesieesiasimesisestsesiossmasssasssssssssrassrsssrsssssssssssssssnsssnns ix
TABLE OF CONTENTS ....ccuiiiiiiiieirii e ree s e s e s e a e s s e a s e s e s s aas s e a s s ensssensssensssannsss X
LIST OF FIGURES.......uuuccns s s s s s s s s s s s s s s s s s s s s s s s s s s s s e s s e e e e e s e e e e e s e e e e e e e s e e e s e e e e e e eaenenens xi
T LV o3 | 1-1
11 AddINg @ MABNETOMELET ..ccuviiiiieeiee ettt ettt st st e s bt e s st e e sbe e e bt e e saseesabeeesanes 1-2
P 0 B Y T=Tol = T 1ot | [T =T o - ol N 2-1
3.0 Electrical INterface ......ccoovviiiiiiiiiiiiiiiiiiiii e 3-1
L B N 0 1= {1 - | I 1Y =Y - ol RS 4-1
4.1 Configure the TOWTISN ..o e e e e e ete e e e e aaeeeeas 4-1
4.2 CoNFiGUIE the TOPSIAE ...eeiiiii ettt ettt e st e e sab e e sbe e senteesabeeeanes 4-6
5.0 VERIFYING AND TROUBLESHOOTING .....ccccccituiiieiieiinniraiiraiieeiiscrnirsisresisesrnsrassresssessasssasssnsses 5-1

1
4205 MAGNETOMETER INTERFACE 0021770_REV_A



Xi

LIST OF FIGURES

Figure 1-1: TOWINg CONFIGUIALION ..eiiiiuiiiiiiiiiiie ettt ettt e e e e et e e e abre e e e snbae e e e s abaeeeesaneeas 1-1
Figure 2-1: Connection Key for Marine Magnetic SeaSPY Magnetometer.....c.cccvcevevviieeiincieeesrcieeeeesnen. 2-1
Figure 2-2: Connection Setup for Marine Magnetics SeaSPY Magnetometer ........cccccveeevvceeeeecineeecennen. 2-2
Figure 2-3: Connection Assembly for SEaSPY Magnetometer.......cccvvviiiiiiieie i e 2-2
Figure 2-4: Connection Key for Geometrics G-882 MagnetomMeter......ccccvvvvvieiiiriieee e 2-3
Figure 3-1: 4200 Fish to Magnetometer Cable .........couuiiiiiiiieecciee e e e 3-1
Figure 4-1: Remote Desktop Selection (Windows DESKLOP)......cccveevieriiiieiiieceeesreesee e sree e e seee s 4-1
Figure 4-2: Sonar login thru REMOE DESKLOP ..cccuvviieieiiie e e 4-2
FIBUIE 4-3: STOP SONAI PrOZIaM . .uuiiiiiiiiiiiiieieteeetertretereterererereaereeereree——.—————————.—.—.—.———.—.—.—...—..—... 4-2
Figure 4-4: UsSiNg WiNAOWS EXPIOTEr......uiiiiiiiieiiiiee sttt e s ee e s stee e s abee e s s bee e s snneeesennnaeeesnanes 4-2
Figure 4-5: Navigate to SonarSerial.ini LOCAtiON ........cccuiiiiiiiiii it e e e e e e 4-3
Figure 4-6: Notepad or WordPad SEIECHION ......cccvviii ittt ee e e e 4-3
Figure 4-7: Sonarserial.ini (0pen in WordPad).........coociiieiiiiiic ettt ee e e aee e e e arae e e 4-4
Figure 4-8: Save SoNarSerial.ini FIlE ........coocuiiiiieiee et e e ree e s e aae e e e e atae e e e nreas 4-5
FISUIPE 4-9: RESTAIT SONQAI ...eiiiiiiiiieiiiiieeeee ettt e e e e ettt et e s e st a bt e e e e e s s sssabtbaeeeeessssasnbeaaeaeessensnnsseneees 4-5
Figure 4-10: Discover Configuration Menu SeIECION ......cocciiiiieciie e e 4-6
Figure 4-11: Serial Configuration MENU.........uuiiiiiieicciee et s e e e aae e e e neeas 4-7
Figure 4-12: Enable Remote COM POt IMIEBNU c....uuiiiiiiiiiecciieecetee st et e e e s sae e e s sbae e e e snbaae e e sneeas 4-7
Figure 4-13: Baud Rate SEIECHION ....cccciiiie ettt e et e e e et e e e e abee e e e enbae e e e nbaeeeeeanenas 4-8
= U N I B WY 4 Tor- Il ado T o Y =1 [Tt o o RSP 4-8
Figure 4-15: Serial Configuration IMENU..........ooiiiiiie ittt e st e e earre e e e abae e e e abeee e e eaneeas 4-9
Figure 5-1: Remote DESK TOP IMIENU ....uviiiiiiiiieeciteee ettt e e tee e et e e e e atee e e e sate e e s eabaeeeenbaeeeenbeneeennnenas 5-1
FIUIE 5-2: SONAT IMISC IMIENU ..o iiiiiiieeie ettt ettt s et e e e e s ssaabe e e e e e e s s s sbtbeaeeeeesssassnreaeeeens 5-1
Figure 5-3: SoNar Serial POt IMENU........coiiiiiiiieciiie ettt e re e e e e e e e sabae e e s sabae e e e abaeeeesaneeas 5-2
Figure 5-4: No Errors with Mag Data SCrolliNg........ccoccuiiiiiiiiiiiiiiee e s 5-2
Figure 5-5: No Data With Error DiSplayed ........cueiiiiiiiiieeiiiies ettt e s s s ee e s s 5-3
Figure 5-6: TeraTerm COM PoOrt TOSE ...ttt eeeeeeeeeeeeseeeeeseeeseseeeseesesseseseesseseseseeeesaens 5-3

¥ EdgeTech







1-1

1.0 OVERVIEW

EdgeTech provides an optional interface to magnetometers for 4205 series sonar systems. The
magnetometer option provides for the simultaneous gathering of the earth’s magnetic field strength
along with side scan data.

EdgeTech’s 4205 series side scan systems can be towed simultaneously with various magnetometer units.

Currently EdgeTech offers an interface package for Marine Magnetics ‘SeaSPY’ and Geometrics ‘G-
882’'magnetomers. Other brands and models can also be interfaced. The magnetometer interface involves
the following:

1. Mechanical
2. Electrical

3. Digital telemetry

The client needs to specify, when placing the order for a combined Side Scan / Magnetometer system, the
brand and model number of the magnetometer. In the situation where the client wants to interface a
magnetometer to an existing Side Scan system, an interface kit needs to be ordered from both EdgeTech
and the magnetometer supplier.

—_——

Figure 1-1: Towing Configuration
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1.0 OVERVIEW 1-2

1.1 Adding a Magnetometer

Customers whom wish to add a magnetometer to their current 4205 systems need to order an interface
kit from EdgeTech as well as the magnetometer manufacturer. The Edgetech interface kit part numbers
for the Geometrics and Marine magnetics are 0008640 and 0008641, respectively. The EdgeTech kit

consists of:

1. Magnetometer Key(s): Marine Magnetics Sea Spy key, PN 0008810, or Geometrics key, PN
0008809.

2. 8-pin Micro Subconn connection (MCIL8F) thru an interface (EdgeTech PN 0003500) that connects
to the prexisting second bulkhead on the Towfish and is used for towing the magnetometer.

1
4205 MAGNETOMETER INTERFACE 0021770_REV_A



2-1

2.0 MECHANICAL INTERFACE

Typically, the magnetometer manufacturer will provide a tow cable 10m long with a mechanical
termination to connect to the side scan tow arm. EdgeTech provides a custom tow point key for each
magnetometer. The tow key is attached to the side scan tow arm through a sacrificial shear pin. If the side
scan impacts, then the key shears from the tow arm, the magnetometer stays attached to the key and
tow cable, and the fish is retrieved from the tail by the Safe-T-link. The Magnetometer connects to the
breakaway key using a clevis pin that allows swivel action but does not allow the Magnetometer to rotate.
The Magnetometer is lighter than the side scan and will tow aft and above the side scan.

SEASPY
_ Tow CABLE
MAGNETOMETER
SAF-T-LINK
SHEAR PIN

Part No: 0008810

Figure 2-1: Connection Key for Marine Magnetic SeaSPY Magnetometer

¥ EdgeTech




2.0 MECHANICAL INTERFACE 2-2

Anchor Tow

cable, 2
points, with
cable tie

A b GRS
Figure 2-3: Connection Assembly for SeaSPY Magnetometer
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G-882 Tow CABLE

SAF-T-LINK

SHEAR PIN
Part No.: 0008809

Figure 2-4: Connection Key for Geometrics G-882 Magnetometer

¥ EdgeTech
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3.0 ELECTRICAL INTERFACE

The electrical interface between the 4205 Tow Fish and the SeaSPY or the G-882 is via an 8-pin Micro
Subconn connection (MCIL8F/MCBH8M). The RS-232 interface is setup for 9600 baud, 8 bits, 1 stop, no
parity.

Pin out specs:

Pin1=27VDC

Pin 2 = Return and RS-232 Ground

Pin 3 = Side Scan Tx / Mag Rx (RS-232)
Pin 4 = Side Scan Rx / Mag Tx (RS-232)
Pin 5= Return and RS-232 Ground

Power Specs:

Max Power: 2 Amp @ 27 VDC + 4%

¥ EdgeTech
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Figure 3-1: 4200 Fish to Magnetometer Cable







4.0 DIGITAL INTERFACE

The EdgeTech side scan telemetry is used to transfer the magnetometer data to the topside. The
magnetometers have a bidirectional RS-232 interface at 9600 bps. The magnetometer data is read by the
Towfish electronics, encoded onto the side scan telemetry, and then decoded on the EdgeTech 4205
Topside. The magnetometer data is made available on the topside serial port output. Control messages
from the PC hosting the magnetometer user interface software, are likewise transferred to the
magnetometer Towfish. A null modem serial cable is required to connect the EdgeTech topside to a laptop
or PC running the magnetometer acquisition software (Sealink, Maglog, etc.)

The EdgeTech telemetry allow for a full bi-directional communication link between the topside and the
magnetometer, where data flow upstream and commands flow downstream. To properly relay the ‘Mag’
data from the Towfish onto the PC/laptop running the magnetometer acquisition software, the SONAR
program running in the tow fish as well as the DISCOVER software running on the topside need to be
configured properly. The following show the required fields in the initiation files.

4.1 Configure the Towfish

The Towfish has a file that needs to be configured if a Baud other than the Default 9600 is to be used.
Towfish setup:

1. Connect to the Towfish using Windows Remote Desktop on the topside computer.

L)
Ll ~
5 "\ f
LahPin, | iy Ly AN
=  a—t / am—
— —

=N o) B — Al et — il

2) Left Click using mouse button to select “Remote Desktop”

N !

— N/ — /I — G

AN
re——
Recent
| % sonsudp 0 e '
\ & 15290401 3 [ =

X

Pri— - ) — S B — G E

1) Right Click Right Click using

o Unpin ths program from tasicbar

" Close window

- B K —— el AL 5
s =4 N
m - " : i

Figure 4-1: Remote Desktop Selection (Windows Desktop)

a. The Remote Desktop settings are:

Ethernet address: 192.9.0.101
Login name: Administrator
Password: admin
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4.0 DIGITAL INTERFACE 4-2

B, Sonar - 192.0.0.101 - Remote Desktop Connection E=Saf >

Log On to Windows

II {5 «| Password = admin
Copyright € 1985-2001
Microsoft Corporation

User name: | Adrministrator

Password: |

Select OK

Figure 4-2: Sonar login thru Remote Desktop

2. Navigating to the sonarserial.ini file in the 4205 Towfish

a. Stop Sonar program

% Sonar - 192.0.0.101 - Remcte Desking Cannection | L o

Il 74.16 Sonar : Alerts 22 HET TIME

File Recording  Tronsmb  Misc
| Self Test: OK | [ Sonar: OFF OFF ) [ SAID_412% | [ QF:0)

5P OFF 7
205%; OFF Select X Button
Z15P; OFF
2155: OFF

Ea N

Figure 4-3: Stop Sonar Program

b. Open Windows Explorer using shortcut within the Remote Desktop window

% Sonar - 19200101 - Remote Deskiop Connection o e S

1™ 4
Yy

Shartcut o
SONE, EXE Select shortcut

Figure 4-4: Using Windows Explorer
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c. Navigate to D:\Edgetech\SSSonar\Sonar\SonarSerial.ini

%, Sonar - 192.9.0.101 - Remate Desktop Connection — Lo
8% Sonar ! x

Figure 4-5: Navigate to SonarSerial.ini Location

d. Open the file using Notepad or WordPad:

Al

Pragrams

Fie:  SonarSarialind

Choase the progeam yau wank ko use ta open this fle:

1F thes program wou weant & nok in the list or on your compuker, wou can ook

oo b sppropniabe progr i en the Web.
’—erl(l

1] Recommenced Programs:
_g Mabapad

) Other Prograns
W raine

& wirdawes Ficture ap

EAET

[™ Mvays use the seleched program Lo ogen this bnd of fie

File Edit Miew Fawvorites Tools Help l L
@k - () - T | ) search || Foicers | [ (5 x Right Click SonarSerial.ini with Mouse
Address I@ [:\EdgetechissSSonariSonar k;—f / —L, o |
Folders X || Mame = | Size | ];{pe | Date Modified |
@ Desktop - [ TctFiles File: Folder 1/1/2002 12:15 AM
= B My Documents é‘] Adcaddl.dl Application Extension  4/25/1999 449 AM
[C3) PassMark %] BUF _DLL.DLL Application Extension  6/18/1998 7:02 PM '
E 4 My Computer =] Puisecal1 25 pef 1KB PCF File /1002010 7:59 PM
“e® KONTROM_SP (C1) |'i] PulseCal400_200, pcf 1KB PCFFile 9/30/2010 9:33 AM
Fl ce SONAR (D) | ¥ Pulsecal4a0r,_1250/.pcf 1KE PCF File [27/2010 4:24 AM
3 DaTA PulseCal600_1500,pcf 1KB PCF File 3/4/2015 9:31 PM
= @ Edgetech SAIE_4125.adi 12KB ADIFile 12/31/2001 §:03 PM
[C3) Compass ;'_-}vsonar125.ini 2KE Configuration Settings  6/19/2014 3:17 PM
(T3 Hyperterminal ;'_-}sonar‘I-DD_QDEI.ini 2KE Configuration Setkings  12/19/2014 11:34 AM l
(23 5tar ;'_-}sonar4DDr_12SDr.ini 2KE Configuration Settings  6/19/2014 12:09 PM
23 Misc _'_-}sonar&DD_lE‘DD.ini 2 KB Configuration Setkings 1271972014 11:34 AM
B 3 s555anar @Sonar.exe 4,564 KB Application 121162014 2121 AM
03 4125_125 sonar.ini 2KE Configuration Sethings  12{19/2014 11:34 AM
) 4125_4000) Sonar. opt 1KE OPTFile 1/1/2002 12:28 &M
I3 4125_400R Jini 1 KB Configuration Setkings  1/1/2002 12:02 AM
1) 4125_6000 r;] SoundioCannect, bxk 1 KB Text Document 9/15§2003 1:06 AM
=1 4125 900 [;] SoundrPostError.bxt 1 KE Text Document Qi 142003 10:26 PM

Select Notepad or WordPad

Browse, .. I

Figure 4-6: Notepad or WordPad Selection

Select OK
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4.0 DIGITAL INTERFACE 4-4

e. WordPad application selected and SonarSerial.ini open:

WordPad Open

File Edit Wiew Insert Faormakt Help

D||d| Sl s8] & |2|elo] B

- Pitch Roll Sensor

[Zeriall]

Create=1

Port=3

Baud=19200

FParser=4
‘ParserParameters=ANGLE 180

Look for Mag serial data on the topside Com Port #5
[zenald]

Create=1

Fort=4 Magnetometer suport; GBE2 and Seaspy
MetworkRaw=1

Baud=5600

;Change [Zerialn] above for n=4 56, etc to match Topside Physical Com port #

For Help, press F1 I_ S

Figure 4-7: Sonarserial.ini (open in WordPad)

3. Change the Baud Rate under the COM 5 section. A copy of the file is below.

; Pitch Roll Sensor
[Seriall]

Create=1

Port=4

Baud=19200

Parser=4
;ParserParameters=ANGLE 180

;Look for Mag serial data on the topside Com Port #5
[Serialh]

Create=1

Port=3 ; Magnetometer support: Mini Explorer and SeaSpy II
NetworkRaw=1

Baud=9600

;Change [Serialn] above for n= 4,5,6, etc to match Topside Physical Com port #

1
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4. Save the SonarSerial.ini file

a. Select File then Save in Notepad or WordPad

Fil:  Edit  “iew Favorites  Tools  Help | -.'f 4
@ Back - "\-) - l.ﬁ; ‘/’__j Search [E:“ Folders |,_->" Ik x n ‘ v -]
Address I@ D:\EdgetechiSsssonarSanar j Go
Folders ¥ | | Name = | Size | Type | [ake Modified |
@ Desktop e . [P TxtFiles File Frilder 12002 1718 AN

g B My Documents SonarSetialini - WordPad

H I55) PassMark. File Edit Wiew Insert Format Help

= d My Camputer Mew... Chrl+M 3’ ||E| nl %l
= KOMNTROMN_SP Jpen... Cerl4+0
[ < SOMAR. (D:) Save Ctrl+s
[ DaTA
T
= O Edoetech o P
) Compe ) )
h Hyperl Prink Preview &M
Page Setup...
) 5tar e M
) Misc 1 SonarSerial ini LE 130 Ar
B I3 55550 - M
@ 41 Ezik &M
=h ;Cook for Wag senal data on the topside Com Port #5
[Serials]

(= Create=1
D+ po=4 hagnetometer suport: G882 and SeaSpy
D41 NetworkRaw=1
D 41| Baud=2600
=+
23 41| ;Change [Serialn] above far n= 4 5 8, etc to match Tapside Physical Com port #
=4
2 50

() Terate .
Saves the active document. v
() Uit

-
1 [ r]
E‘EStartl [ﬁ Sonar || SonarSerialini - Word... % 12:18 AM
- "

Figure 4-8: Save SonarSerial.ini File

5. Restart Sonar application by selecting the shortcut in the Remote Desktop screen:

%, Sonar - 182.90.101 - M B Somer - 1929.0.101 - M | |
Il 74.16 Sonar ¢ Alerts 22 NET TIME
. File  Recording  Trensmi Misc
sartas o Double-Click Sonar Shortcut (Self Test: 0K ) (Sonar: OFF OFF ) [ SAID_4125 ) [ OF:0)

205P; OFF

pUssorr \
215P: OFF
155 OFF Sonar restarted

ﬁ

Shiorkout by a o o
JStar exs

Figure 4-9: Restart Sonar
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-

4.2 Configure the Topside

The Topside DISCOVER software needs to be setup to allow the serial data to be set to the selected COM
port. To setup the topside running DISCOVER, see FIGURE 4-15 and the instructions below:

1. Open DISCOVER on the PC or Laptop.

2. Onthe pull-down bar, select the Configuration-> Serial Ports.

F -
EdgeTech DV —4!555 Dual F Sid
= gelec I5COVETD ua %

———
View | Configuration | Control  Help

Display

Recaord

Printer

Image Capture 2
Mavigation 2
External Features

— System Time et

Trigger .:__JJ
Metwork —
Serial Ports
Alerts

Ill Layback —

Figure 4-10: Discover Configuration Menu Selection

1
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3. Inthe “Serial Configuration” menu, use the “Enable Remote COM Port” highlighted below:

Serial Configuration

™ Enable Primary Mavigation Input
Part: OFF -

4300 hd

Baud Rate:

I~ Enable Secondary Navigation Input

Part: 0OFF -

4300 -

Used for other MMEA data input.

II Baud Rate:

Enable Time Only Input

Part: OFF -
Baud Rate: 4800 hd

MIEA input ignores everything except time
and date.

Used for NMEA input of GRS and Navigation.

Enable Cable Counter Input

Part; OFF -
Baud Rate: S&00 -

Select Port bo monitor Cable Counter.

Enable KP Input
Port: OFF hd

3600 -

Baud Rate:

Select port for KP input.

Enable Remate COM Port

Part; OFF -
Baud Rate: 9600 -

Logical Port: MOME

Remote sonar serial /0.

Must match the logical port value az zet by
the sonar.

Enable Remate COM Port

Part: OFF hd
Baud Rate: 3600 A
Logical Part: MOME

Remate sonar serial 140,
Must match the logical port value as set by
the sonar.

Enable Remote COM Part

Part; OFF -
Baud Rate: 9600 -

MNONE

Remate sonar serial 1/0.
Must match the logical port value as get by
the sonar.

Logical Part:

Done

Enable Remate COM Port

Part: OFF -
Baud Rate: 9600 -

Logical Port:

MNOKE

Remate sonar senal /0.
Must match the logical port value as zet by
the sanar.

Enable Remate COM Port

Part: OFF hd
Baud Rate: 3600 b
Logical Part: MOME

Remate sonar serial /0.
Must match the logical port value as set by
the sonar.

Enable Remote COM Part

Part: OFF -
Baud Rate: 5600 -

MNONE

Remate sonar senal /0.
Must match the logical port value as set by
the sonar.

Logical Part:

Figure 4-11: Serial Configuration Menu

4. Select “Port” button to view the available COM Ports in drop down menu; select an available COM Port.

Part:
Baud Rate;

Logical Part:

Enable Remote COM Port

COMT

Se00

MNOME

Remate zonar zenal [/0.
bzt match the logical port walue az set by
the sonar.

Figure 4-12: Enable Remote COM Port Menu
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5. Select the “Baud Rate” button and select “9600” for the serial device; if not already selected

Enable Remaote COM Port

Fart: COmM1 hd

Baud Rate; SE00 ] |

Logical Part; MOME

Hemate zonar zenal |/0.
Lzt match the logical part value az set by
the zonar.

Figure 4-13: Baud Rate Selection

6. Select the “Logical Port” Button and select “COM5”; which is the magnetometer data sent thru
the remote sonar serial Input/Output interface

Enable Remate COM Port

Fart: COm1 -

Baud Hate: Se00 ha

Logical Port; COME |

RHemote sonar zenal [0,
Lzt match the logical part value as zet by
the sonar.

Figure 4-14: Logical Port Selection

1
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7. Data should now output from the selected port, shown in FIGURE 4-15, using COM1 on the PC or
Laptop.

-

Serial Configuration

Example Setup using “COM1” Setup

Enable Cable Counter [nput Enabi able Remote COM Port

I™ Enable Primary Navigation lnput Port: OFF - Port: OFF - \ Port: COmM1 -
Part: OFF hd Baud Rate: 9600 hd Baud Rate: 9600 v Baud Rate: 9E00 hd
OFF hd

B aud Rate: 4800 - Logical Port: Logical Port: COm5 A

Used for MNMEA input of GPS and M avigation. Select Port ta monitar Cable Counter. Femote sonar genal 1/0. Remote sonar zerial /0.
kust match the logical port value as et by tust match the logical port value as zet by
: the sonar. the sonar.
Enable KF Input Enable Remate COR Fort Enable Remote COM Port
™ Enable Secondamy Navigation [nput Port: OFF - Port: OFF - Port: aFF -

Part: aOFF - Baud Rate: 3600 - Baud Rate: 3600 A Baud Rate: 3600 -

Baud Rate: 4300 - Logical Part: OFF - Logical Part: aFF -

Usged for other MMEA data input. Select port for KP input. Femote zonar serial 1/0. Fiemote zonar serial |/0.
Must match the logical port value as set by tust match the logical port value as set by

| the sonar. the sonar.
|

Enable Time Only Input Enable Remate COM Port Enable Remate COM Port
Part: OFF hd Part: OFF - Part: OFF -

B aud Fate: 4800 - Baud Rate: 9600 - Baud Fiate: 3600 A

Logical Port: OFF - Logical Part: OFF -

MMEA input ignores everything except time FRemote zonar serial 1/0. Remote sonar serial 1/0.

and date. Muszt match the logical port value as set by Must match the logical port value as set by
the gonar. the gonar.

Figure 4-15: Serial Configuration Menu

8. Select “Done” button to complete setup, which closes the “Serial Configuration” Menu
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5.0 VERIFYING AND TROUBLESHOOTING

The customer may need to verify that the system is receiving Mag Data. If all steps were setup correctly
and the magnetometer is connected there should have no errors showing in sonar. The data stream
should also be visible in Sonar. Use the following steps to open Sonar “Remote Desktop”:

1. Open Remote Desktop from Windows Taskbar:

—

Pinned

B Sonar

Recent
2) Left Click using mouse button to select “Remote Desktop”
& Sonarrdp .
l—‘k
| § 19209010 ;

2y —

B Remote Desktop Connection

o Unpin this program from taskbar
Close window H

1) Right Click using mouse button

Figure 5-1: Remote Desk Top Menu

2. The Sonar “Remote Desktop” will open; select “Misc” in the Sonar Toolbar, select “Serial Port
Information”.

o

. Sonar - 192.9.0.101 - Remote Desktop Connection

Ml 74.16 Sonar Misc” =] E3
File Recording Transmit | Misc -— Isc [
[ Self Test: OK]) [ Soné  Zero EdgeTech Pressure Sensor ] :
Password Maintenance
20%P: OFF Serial Port: Information. . o~ - -
2055: OFF Set Pressure Leak Reference Value\l Serial Port Information
215P: OFF

|21SS:0FF [//
T =~ iy “

Figure 5-2: Sonar Misc Menu
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4.0 VERIFYING AND TROUBLESHOOTING

3. Change drop down menu to Chan #5 (in the example).

=i

& Sonar - 192.9.0.101 - Remote Desktop Connecticn “
Il 74.16 Sonar . .
Rz Recordng Transmit Misc Serial Port Information Drop Down Menu
[ Self T
208P: C 9600 ~| " Pause [~ Hex
;?zi: E State: OK Errors 0 Msgs: Recvd 4 Gen 240 RecvQOF 0 XQOF 0
o155: ¢ |Bytes:(Out 0 In 8901) Last{Out 0 In 11[10..280])
J x
Shortcu‘t
Jtare:  |[*00.001400:01:31.2 F:017137.504 8:191 D:-000.8m L0 0215ms Q:99 1l
~ [*00.001/00:01:31.7 F:016971.687 5:184 D:-000.8m LD 0215ms Q:99 1
@ *00.001/00:01:32.2 F:016986.394 §:182 D:-000.8m L0 0214ms Q:99 1l
D?;f‘;ff:”; *00.001/00:01:32.7 F:016498.772 S:188 D:-000.8m L0 0215ms Q:99  II
*00.001/00:01:33.2 F:015971.332 5:185 D:-000.8m L0 0215ms Q:99 1l
T
*00.001/00:01:33.7 F:016575.606 S:184 D:-000.8m L0 0214ms Q:99 1l
Shorkcut =00.001/00;
tkermpra.
*00.001/00:01:30.7 F:017659.684 §:190 D:-000.8m L0 0215ms Q:99 1l

Figure 5-3: Sonar Serial Port Menu

4. There should be no errors present in Sonar Toolbar and in the Serial Port Information window:

&, Sonar - 192.9.0.101 - Remote Desktop Cannection

I 74.16 Sonar
File Recording Transmit  Misc

R 5erial Port Information

No Errors

Shorteut

Scrolling Mag Data

TRl Chan 5 on COMA 9600 -] T Pause T Hex
;?gﬁ: E State: OK Errors 0'Msgs: Recvd 4 Gen 240 RecvQOF 0 XQOF 0
o156 ¢ |Bytes:0ut0 In 8901) Last{Out 0 In 11[10..280])

J *

Jotar.e:  [F00.001400:01:31.2 F:017137.504 5:191 D:-000.8m

LD 0215ms Q:99

*00.001400:01:31.7 F:016971.687 5:184 D:-000.6m

LD 0215ms Q:99

o

*00.001/00:01:32.2 F:016988.394 5:182 D:-000.8m

LD 0214ms Q:99

Shorteut

Duiace  ["00.001/00:01:32.7 F:016498.772 S:188 D:-000.8m

LD 0215ms Q:99

*00.001/00:01:33.2 F:015971.332 5:185 D:-000.8m

LD 0215ms Q:99

*00.001/00:01:33.7 F:016575.606 5:184 D:-000.8m

LD 0214ms Q:99

Shorteut
tkermpro,

*00.001700:

*00.001/00:01:30.7 F:017659.684 5:190 D:-000.8m

LD 0215ms Q:99

Figure 5-4: No Errors with Mag Data Scrolling
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5. If Serial Port Information has no other dropdown other than Chan 1 or there are errors displayed,
shown in FIGURE 5-5, then double check the setup per procedure describe in section 2.

& Sonar - 192.9.0.101 - Remote Desktop Connection -

Il 74.16 Sonar : Alerts 10 SER
File Fecarding Transmit  Misc

Displayed Error in
Sonar with no

Serial Port Information

Chan 5 on COM4 scrolling data I

y 4
State: NO_DATA irs 0 Msqgs: Flewﬁ Gen 0 RecyQOF 0 X0
Bytes:[Out 0 In 0] Last[Out 0 In OJ040]]

Figure 5-5: No Data with Error Displayed

6. If Sonar is displaying errors check to see if your magnetometer is properly connected to the side
scan system. You can also check your COM port by shorting pin 3 and 4 on the 8 pin Micro Subconn
connection from the Y-Splice and opening TeraTerm to Com 4. Once you have connected to the
COM type in arbitrary keys (e.g. q w e r t y) this should display in TeraTerm when pins 3 and 4 are
shorted.

-

¥ COM4:9600baud - Tera Term VT

File Edit Setup Control Window Help

Figure 5-6: TeraTerm COM Port Test
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